MOTORISED SPRING RETURN VALVES

230 Vac, 6W power consumption. Auxiliary microswitch 3A - 250 Vac. Max amp temp 60°C media temp 5 to 88°C.

ZONE VALVES - 2 PORT

With auxiliary switch.

N2 22mm Compression 12 Box Qty
Zv28 28mm Compression 12 Box Qty
ZV3[/4C 3" BSP Comp. Irish pipe 12 Box Qty
ZVic 1" BSP Comp. Irish pipe 12 Box Qty
V1/2 1" BSP female 12 Box Qty
ZV3/4 3 BSPfemale 12 Box Qty
Vi 1" BSP female 12 Box Qty

Notes: 1) for 24VAC or 11OVAC add 10% to above prices.
2) for detachable (Pull/Push) cable add 10% to above prices.
3) NPT thread is available as an option.
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MID-POSITION VALVES

ZVM22  22mm Compression 12 Box Qty
ZVM28  28mm Compression 12 Box Qty
ZVM1/2 %' BSPfemale 12 Box Qty
ZVM3/4 3" BSP female 12 Box Qty
w1 1" BSP female 12 Box Qty

Notes: 1) for detachable cable add 10% to above prices.
2) NPT thread is available as an option.

SYNCHRON MOTOR

Standard universal motor, 6W.

SM-1 230 Vac £14.00
SM-110  110Vac £16.00
SM-24 24 Vac £16.00
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DIVERTER VALVES - 3 PORT

With auxiliary switch.

ZVvD22  22mm Compression 12 Box Qty
ZVD28  28mm Compression 12 Box Qty
ZVD1f2 ' BSPfemale 12 Box Qty
ZVD3/4 3" BSPfemale 12 Box Qty
ZVD1 1" BSP female 12 Box Qty

Notes: 1) for 24VAC or TIOVAC add 10% to above prices.
2) for detachable cable add 10% to above prices.
3) NPT thread is available as an option.

H-zv

REPLACEMENT HEAD 230 VAC

H-Zzv Fits 2-port zone valves 22mm, 28mm, ¥2" %" & 1"
H-ZVD  Fits 3-port diverter valves 22mm, 28mm, %2" %" &1"
H-ZVM  Fits 3-port mid-position valves 22mm, 28mm, %" 34" &1

Notes: 1) for 24VAC or 1IOVAC add 10% to above prices (not available for mid-position).
2) for detachable cable add 10% to above prices.

TOP PLATE
SEALING KIT

Replaces: Banico 2V, ZVD & ZVM;
Honeywell V4043, V4044 & V4073

ITTT Need Some Help? GET IN CONTACT:
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0161 946 0088
banico.co.uk

info@banico.co.uk
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