ZEVF100

AUTOMATIC ON/OFF

Class A. EN161 & DIN3391 to 3394, normally closed.
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ZEV15 (double)

A4

(38") ZEVIO-T10 to (3*) ZEVF80-T10

(38") ZEVI0-24AC to (3) ZEVF80-24AC

ZVG8 Vi BSP 230 Vac
ZEV10 3" BSP 230 Vac
ZEV15 " BSP 230 Vac
ZEV20 3" BSP 230 Vac
ZEV25 7 BSP 230 Vac
ZEV32 1" BSP 230 Vac
ZEV40 15" BSP 230 Vac
ZEV49 2" BSP 230 Vac
ZEV50 2" BSP 230 Vac
ZEV65 21" BSP 230 Vac
ZEV80 3 BSP 230 Vac
ZEVF65 65mm (2%2")  flanged PN16 230 Vac
ZEVF80 80mm (3")  flanged PN16 230 Vac
ZEVF100 100mm (4")  flanged PN16 230 Vac
ZEVF125 125mm (5")  flanged PN16 230 Vac
ZEVF150 150mm (6")  flanged PN16 230 Vac
ZEVF200 200mm (8") flanged PN16 230 Vac

AUTOMATIC ON/OFF HIGH
PRESSURE 6 BAR

(3") ZEV10-24DC to (4*) ZEVF100-24DC

(36") ZEV10-12DC to (3“) ZEVF80-12DC

EVC620

3,

BSP

230 Vac

EVC625

7

BSP

230 Vac

(34") ZEVI0-IP65 to (8") ZEVF200-IP65

AUTOMATIC ON/OFF

ENERGY SAVING (RUN COOL)

SUPPLY VOLTAGE 230 VAC 50/60HZ
Class A. EN161 & DIN3391 to 3394, normally closed.

ITTT Need Some Help? GET IN CONTACT:

Gas Solenoid Valves 2122

0161 946 0088

ZEV10-ES %" BSP 230 Vac
ZEV15-ES " BSP 230 Vac
ZEV20-ES " BSP 230 Vac
ZEV25-ES 1 BSP 230 Vac
ZEV32-ES 1" BSP 230 Vac
ZEV40-ES 15" BSP 230 Vac
ZEV50-ES 2' BSP 230 Vac
ZEVF65-ES 65mm Flanged PNlI6 230 Vac
ZEVF80-ES 80mm Flanged PNlI6 230 Vac
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