RS-1

. N ROOM THERMOSTATS
1
. 2-wire connection, Vapour pressure sensing.
RS-1 5t030°C  05Kdiff 6A (3) SPDT £13.00
RS-IL as RS-1with indicating light £14.00
RS-2 as RS-1 with heating-cooling switch £14.00
Suitable for combination boilers.
CI0A2
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FROST THERMOSTATS

CI0A2 0to60°C  2Kdiff VoltFree SPDT P40
ClI0B2  -20t040°C 2Kdiff VoltFree SPDT IP40
CI0C2  -35t020°C  2Kdiff VoltFree SPDT  IP40
CI0AY  as CI0A with weatherproof enclosure P65
CI0BY  as CI0OB with weatherproof enclosure P65
CI0CY  as CI0C with weatherproof enclosure P65

D40

C58

HUMIDISTATS

2-wire connection, Vapour pressure sensing.

D40 30:80UR% 5UR%diff  0:50°C | 9500 |

—

DAILY PROGRAMMABLE
THERMOSTATS

€58 2t062°C 5[3A250Vac | £7200 |

Battery powered. Frost protection, variable temp settings, overide facility, copy button,
room temp display. Time display.

Look at the video instructions on
°v0llTllbe the Fantini Cosmi chanel. Need some Help‘? GET |N CONTACT

oRU. 0161946 0088
banico.co.uk

info@banico.co.uk
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