Gas Solenoid Valves 2012

ZEVR25 ZEVM20

AUTOMATIC ON/OFF AUTOMATIC ON/OFF

WITH FLOW ADJUSTER WITH FLOW ADJUSTER

Class A. EN161 & DIN3391 to 3394, normally closed. Class A. EN161 & DIN3391 to 3394, normally closed.

ZEVRI0 %" BSP 230 Vac ZEVMI15 %' BSP 230Vac

ZEVRI5 %" BSP 230 Vac ZEVM20 3" BSP 230Vac

ZEVR20 3 BSP 230 Vac ZEVM25 T BSP 230Vac

ZEVR25 T BSP 230 Vac ZEVM32 19" BSP 230Vac

ZEVR32 A BSP 230 Vac ZEVM40 1%" BSP 230Vac

ZEVR40 1% BSP 230 Vac ZEVM50 2 BSP 230Vac

ZEVR50 2' BSP 230 Vac ZEVM65 2" BSP 230Vac

ZEVRF65 65mm (2%2") flanged PN16 230Vac ZEVM80 3 BSP 230Vac

ZEVRF80 80mm (3") flanged PN16 230 Vac ZEVMF65 65mm (2%") flanged PN16 230Vac
ZEVMF80 80mm () flanged PN16 230Vac
ZEVMF100 100mm (4") flanged PN16 230Vac

ZEVS25 C-ZEV10/15

SLOW OPENING (SOFT START) SPARE COILS FOR ZEV RANGE
WITH FLOW ADJUSTER C-ZEV10/15 For3g'& %" 230Vac
Class A. EN161 & DIN3391 to 3394, normally closed. C-ZEV20/25 For34'&1" 230Vac
ZEVSI0 3 BSP 230 Vac C-ZEV32/40 For1v4" &1%%" 230Vac
ZEVSI5 1 BSP 230 Vac C-ZEV50 For2" 230Vac
ZEVS20 3 BSP 230 Vac C-ZEV65/80 For 214" 3" 65mm & 80mm 230Vac
ZEVS25 T BSP 230 Vac C-ZEVF100 For100mm 230Vac
ZEVS32 e BSP 230 Vac C-ZEVFI125/150/200  For 125mm), 150mm &200mm 230 Vac
ZEVS40 13" BSP 230Vac Coils for ZEVR range add 5%. Coils with indication light add 10% to relevant range.

Coils for ZEVS range add 15%. Coils with different voltage for ZEV range add 10%.

ZEVS50 2 BSP 230Vac Coils for ZEVM - Please contact sales office for prices.

Terms and Conditions apply. Please visit the website for our full Terms and Conditions.
Products are shown for illustration purposes only. Prices correct at time of going to press. Offers are subject to availability. EQOE.



