MOTORISED SPRING RETURN VALVES

230 Vac, 6W power consumption. Auxiliary microswitch 3A - 250 Vac. Max amp temp 60°C media temp 5 to 88°C.
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ZONE VALVES DIVERTER VALVES
ZV22P 22mm Compression 2 port ZVD22P  22mm Compression 3port
ZV28P 28mm Compression 2 port ZVD28P  28mm Compression 3port
ZV3/4CP 34" BSP Comp. lrish pipe 2 port ZVDIf2P ' BSPfemale 3port
ZViCP 1" BSP Comp. Irish pipe 2 port ZVD3/4P 34" BSP female 3 port
ZV1/2P %" BSP female 2 port ZVD1P 1" BSP female 3 port
ZV3/4P 3" BSP female 2 port Notes: 1) for 24VAC or TIOVAC add 10% to above pri;es.
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Notes: 1) for 24VAC or 1TOVAC add 10% to above prices.
2) for detachable cable add 10% to above prices.
3) NPT thread is available as an option.

ZVM22pP H-zvP

MID-POSITION VALVES REPLACEMENT HEAD 230 VAC

ZVM22P  22mm Compression 3 port H-ZVP Fits 2-port zone valves 22mm, 28mm, %" %" &1"

ZVM28P  28mm Compression 3 port H-ZVDP  Fits 3-port diverter valves 22mm, 28mm, %" &1"

ZVMIf2P %" BSP female 3 port H-ZVMP  Fits 3-port mid-position valves 22mm, 28mm, %" 34" &1"

ZVM3/4P 3" BSP female 3 pOft Notes: 1) for 24VAC or 110VAC add 10% to above prices (not available for mid-position).
ZVMIP 7" BSP fernale 3 port 2) for detachable cable add 10% to above prices.

Notes: 1) for detachable cable add 10% to above prices.
2) NPT thread is available as an option.

Terms and Conditions apply. Please visit the website for our full Terms and Conditions.
Products are shown for illustration purposes only. Prices correct at time of going to press. Offers are subject to availability. EQOE.



