
ZV RANGE REPLACEMENT HEADS
Actuator replacement without draining
H-ZV 	 Fits 2-port zone valves 22mm, 28mm, ¾" & 1"
H-ZVD 	 Fits 3-port diverter valves 22mm, 28mm, ¾" & 1"
H-ZVM 	 Fits 3-port mid-position valves 22mm, 28mm, ¾" & 1"

ZV-L RANGE REPLACEMENT HEADS
Actuator replacement without draining
H-ZVL 	 Fits 2-port zone valves 22mm, 28mm, ¾" & 1"

ZV-P RANGE REPLACEMENT HEADS
Actuator replacement without draining
H-ZVP 	 Fits 2-port zone valves 22mm, 28mm, ¾" & 1"
H-ZVDP 	 Fits 3-port diverter valves 22mm, 28mm, ¾" & 1"
H-ZVMP 	 Fits 3-port mid-position valves 22mm, 28mm, ¾" & 1"

SYNCHRONOUS MOTOR
Standard Universal Motor
SM-1 	 230 Vac  6W, 4RPM
SM-110 	 110 Vac    6W, 4RPM
SM-24 	 24 Vac     6W, 4RPM

TOP PLATE SEALING KIT
Powerhead conversion kit
TPSK-ZV	 Fits: ZV, ZVD, ZVM, V40043, V8043, V4044, V8044
Powerhead conversion kit replaces 40003918-006/U & 007/U.
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INDICATOR LIGHTS
LED visual 
indicator showing 
operating status.

CONNECTORS
All valves are available 
with pull/push 
connector option for 
ease of installation  
and replacement.

Optional Features

DIVERTER VALVES 
with plastic cover
Auxillary microswitch fitted as standard 

ZVD22P 22mm Compression KV 4.3

ZVD28P 28mm Compression KV 5.0

ZVD1/2P 1⁄2” BSP female* KV 4.3

ZVD3/4P 3⁄4” BSP female* KV 4.3

ZVD3/4CP 3⁄4” Comp. Irish pipe KV 4.3 

ZVD1P 1” BSP female* KV 5.0

ZVD1CP 1” Comp. Irish pipe KV 5.0
*Male version on request
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